
Smart Locks
Custom Cam Lock for 
Gondola Applications
PL304
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2 Insert the lock stem through the hole 
in the front panel of the fixture.

4 Thread the nut onto the lock stem. 
Tighten fully.

From the backside of the panel, place 
the lock washer onto the lock stem.
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Place the cam arm on the end of the 
lock stem in the horizontal position.

6Fold the tabs on the lock washer over 
the nut.

5 7 Secure the cam arm using the 
provided screw. 

1 Ensure that the lock is in the unlocked 
position. The lens will have a white 
ring  showing. If locked, the ring will be 
black. If it is locked, place a charged 
and coded OneKEY against the lens 
and press the button to unlock the lock.
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Select the adapter that is appropriate 
for your fixture.

9 10 Peel the clear film from the 
adhesive on the adapter.

Fit the adapter into the depression 
on the back of the inner panel. Apply 
pressure for at least 10 seconds.

11

Close the front panel so that the cam 
arm fits through the adapter.

12 Place a charged and coded OneKEY 
against the lens on the lock and 
press the button on the key. The 
cam arm will turn to lock the fixture. 
Repeat this to unlock the fixture.
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8 Use the provided alcohol wipe to 
clean the inside on the inner panel 
where the adapter will be placed. 
Allow it to dry completely.

CONTENTS: One pad saturated in 75%

Isopropyl Alcohol

DIRECTIONS:     Apply topically as

needed to cleanse surface mounting area.

FOR EXTERNAL USE ONLY
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