
Zips All-In-One Headphone Sensors/ Technical Specifications

SPECIFICATIONS

Headphone AP Micro, 2.5 Audio Sensor (ZB2510-B/W):

SPECIFICATIONS

Headphone AP Micro, 3.5 Audio Sensor (ZB2511-B/W):

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[1.18in][1.18in]
30.0mm30.0mm

[1.18in][1.18in]
30.0mm30.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[0.55in][0.55in]
14.0mm14.0mm

[1.30in][1.30in]
33.2mm33.2mm

Ø [0.29in]Ø [0.29in]
7.6mm7.6mm

Ø [0.09in]Ø [0.09in]
2.5mm2.5mm

[0.61in][0.61in]
15.5mm15.5mm

[0.56in][0.56in]
14.3mm14.3mm

Ø [0.14in]Ø [0.14in]
3.5mm3.5mm

[1.61in][1.61in]
41.0mm41.0mm

[1.42in][1.42in]
36.1mm36.1mm

[0.55in][0.55in]
14.0mm14.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[1.18in][1.18in]
30.0mm30.0mm

[1.18in][1.18in]
30.0mm30.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[0.55in][0.55in]
14.0mm14.0mm

[1.30in][1.30in]
33.2mm33.2mm

Ø [0.29in]Ø [0.29in]
7.6mm7.6mm

Ø [0.14in]Ø [0.14in]
3.5mm3.5mm

[0.61in][0.61in]
15.5mm15.5mm

[0.56in][0.56in]
14.3mm14.3mm

Ø [0.14in]Ø [0.14in]
3.5mm3.5mm

[1.61in][1.61in]
41.0mm41.0mm

[1.42in][1.42in]
36.1mm36.1mm

[0.55in][0.55in]
14.0mm14.0mm



Zips All-In-One Headphone Sensors/ Technical Specifications

SPECIFICATIONS

Headphone AP Type C, 3.5 Audio Sensor (ZB2521-B/W):

SPECIFICATIONS

Headphone AP Type C, 2.5 Audio Sensor (ZB2520-B/W):

[1.18in][1.18in]
30.0mm30.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[1.18in][1.18in]
30.0mm30.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[0.55in][0.55in]
14.0mm14.0mm

[1.30in][1.30in]
33.2mm33.2mm

Ø [0.29in]Ø [0.29in]
7.6mm7.6mm

Ø [0.09in]Ø [0.09in]
2.5mm2.5mm

[0.61in][0.61in]
15.5mm15.5mm

[0.56in][0.56in]
14.3mm14.3mm

Ø [0.14in]Ø [0.14in]
3.5mm3.5mm

[1.61in][1.61in]
41.0mm41.0mm

[1.32in][1.32in]
33.6mm33.6mm

[0.42in][0.42in]
10.7mm10.7mm

[1.18in][1.18in]
30.0mm30.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[1.18in][1.18in]
30.0mm30.0mm

[~9.84in][~9.84in]
250.0±10mm250.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[~39.37in][~39.37in]
1000.0±10mm1000.0±10mm

[0.55in][0.55in]
14.0mm14.0mm

[1.30in][1.30in]
33.2mm33.2mm

Ø [0.29in]Ø [0.29in]
7.6mm7.6mm

Ø [0.14in]Ø [0.14in]
3.5mm3.5mm

[0.61in][0.61in]
15.5mm15.5mm

[0.56in][0.56in]
14.3mm14.3mm

Ø [0.14in]Ø [0.14in]
3.5mm3.5mm

[1.61in][1.61in]
41.0mm41.0mm

[1.32in][1.32in]
33.6mm33.6mm

[0.42in][0.42in]
10.7mm10.7mm



Zips All-In-One Headphone Sensors/ Technical Specifications

SPECIFICATIONS

Headphone Adjustable Loop Holster (ZB2501-B/W):

SPECIFICATIONS

Headphone Lightning Power Alarming Sensor (ZB2525-B/W):

[~76.77in][~76.77in]
1950.0±15mm1950.0±15mm

[~76.77in][~76.77in]
1950.0±15mm1950.0±15mm

[1.61in][1.61in]
41.0mm41.0mmØ [0.72in]Ø [0.72in]

18.2mm18.2mm

Ø [0.71in]Ø [0.71in]
18.0mm18.0mm

[0.55in][0.55in]
14.0mm14.0mm

[0.37in][0.37in]
9.5mm9.5mm

[0.37in][0.37in]
9.4mm9.4mm

Ø [0.9in]Ø [0.9in]
2.2mm2.2mm

Total LengthTotal Length
[8.8in][8.8in]

225.0mm225.0mm



Zips All-In-One Headphone Sensors/ Technical Specifications

SPECIFICATIONS

Zips Headphone Display Stand (ZC1960-B/W)

Ø [3.33in]Ø [3.33in]
84.6mm84.6mm

[10.29in][10.29in]
261.5mm261.5mm

Ø [0.49in]Ø [0.49in]
12.5mm12.5mm [2.17in][2.17in]

55.1mm55.1mm

[1.34in][1.34in]
34.0mm34.0mm

[0.48in][0.48in]
12.3mm12.3mm

[0.58in][0.58in]
14.9mm14.9mm



Zips All-In-One Headphone Sensors/ Technical Specifications

ZIPS ALL-IN-ONE HEAPHONE SENSORS

ORDER CODE DESCRIPTION

ZB2510-B/W

ZB2521-B/W

Headphone AP Micro, 3.5 Audio SensorZB2511-B/W

ZB2520-B/W

Headphone AP Micro, 2.5 Audio Sensor

Headphone AP Type C, 3.5 Audio Sensor

Headphone AP Type C, 2.5 Audio Sensor
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ACCESSORIES

ORDER CODE DESCRIPTION

ZB2501-B/W

Zips Headphone Display Stand (Requires Zips IoT Base Unit ZC1000)ZC1960-B/W

Headphone Adjustable Loop Holster

ZB2525-B/W Headphone Lightning Power Alarming Sensor


